
Controlled by hydraulics with 
pantograph movement

Interchangeable knives made of special and removable 
steel that cut the silo without 
damaging it.

Discharge through the channel 
employing a screw helicoidal 
and by hydraulic control.

Gearbox and double chain transmission
lubricated with oil.

          Mixers and Forage Wagons

VMN 1.5 - 2.0
Mixers

Created for producers who know the importance of a good 
mixture in meat and milk production!
Mini Mixer VMN is a simple and easy-to-operate piece of 
equipment, especially in paddocks with limited maneuve-
ring space. Its mixing system guarantees a better homoge-
neity that results in more meat and milk production.
Maintaining the quality and tradition of Nogueira in Mixers 
and with a capacity of 1.5 to 2.0 m³, it is ideal for the produ-
cer who is looking for ease and agility to remove, load, mix 
and distribute in the trough, all in one machine. 
They are easy to operate and maintain, providing a superior 
quality mix to your herd and consequently the quality and 
high production of meat and milk.

    Technical features                                        VMN 1.5                                                  VMN 2.0      
Right

1.535 mm

Discharge side

Height 

540 rpm

1.416 mm

Required revolution at PTO

Height with silage loader opened

50 hp

2.500 mm

Required power at PTO 

Height without silage loader opened 

2.200 mm

65 L

Width

Hydraulic oil tank

Left

1.630 mm

540 rpm

1.416 mm

50 hp

2.650 mm

2.690 mm

65 L


